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Detection area (Press to set detection area: 100%/50%).

Hold time (Press to define holdtime: 1min/5min/10min/20min). 

Stand-by dimming level (Press to define stand-by dimming level: 10%/20%/30%/50%).

Auto Mode
Put the light into Sensor mode. The On/Off function will now be controlled by the Sensor.
*The sensor will operate at default settings unless a custom saved Memory setting is selected.

Daylight threshold (Press to define daylight level: 2Lux/10Lux/50Lux/Disable). 
Note1: Disable means the light will be turned on once the sensor detects movement, regardless of the ambient lux.

Turn the light On or Off. Press the “Auto Mode”, “Reset” or “Apply” buttons to exit this mode.

ON/OFF

Test (2s)

Press after pressing any other key (to confirm selection).

Only press after "Apply" button has been pressed (to confirm selection).

Reset
Resets the light to maximum brightness (default). 
*DIP Swtich Types Only:
Controls the DIP Switch function. Default DIP Switch settings are: Detection (100%) / Range+Hold Time (5 Seconds) / 
Standby Time (0 Seconds) / Daylight Threshold (disabled).

Brightness*
1. Adjusts brightness 10-100% (whilst in On/Off mode).*
2. Adjusts brightness 60-100% (whilst in Sensor mode).*

Start/Memory/Apply
Press "Start" to customize scenes:
1. Select the setting you wish to edit: (Detection Range / Daylight Threshold / Hold-time / Standby Dimming 
Level and/or Standby Period).
2. Enter the new values for the updated setting(s).
3. Press “Memory” to save the new settings.
Press to save custom settings.*Settings will operate in default mode if Memory is not selected.
Press when in menus to confirm selection*Menus will exit automatically if no input is detected after 30 seconds.

Stand-by period (Press to define stand-by period: 0s/30s/20min/+ ∞) . 
Note: “0s” means no standby period; “+ ∞” means unlimited standby period.

1. Press ON, to activate the light (if not already on).
2. Press "Auto Mode": The last settings used will be selected (or remains in Default mode if no prior saved settings).
3. Press any of the following buttons to begin the Sensor detection mode: "Auto Mode", “Reset”, Test" or "Apply" .
4. Press the same button again to test each of the following functions sequentially: (1)Detection range, (2)Hold time, 
(3)Stand-by dimming level, (4)Stand-by period and (5)Daylight threshold.
*Menus will exit automatically if no input is detected after 30 seconds.
*Used for commissioning only. 2 Second hold.

* NOTES
• Buttons not listed are non-functional and/or reserved for alternative Models.
• LED Indicator light will flicker when setting each parameter.
• Settings will be saved automatically and remain in last used state until "Reset".
• The Brightness function is not available for all sensor types.
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